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Products for process cleaning and service cleaning. 

QUICK GUIDE USING CONTAMINATION AND PRODUCT APPROACH 

Contamination Product               Removal method 

ALKALINE PRODUCTS   

 

Grease, soot, nicotine, 

ingrown dirt 

 
RENO 12 

Apply with a low pressure spray, by a mop, or a 

scrubber. Allow to dwell. Rub the surface with a mop 

or brush and rinse with water.      

 
 

Soot& grease, oil, resin, 

blood 

RENO 14 Apply with a low pressure spray, by a mop, or a 

scrubber. Allow to dwell. Rub the surface with a mop 

or brush and rinse with water.  

N.B.! The product is highly corrosive. Use appro-

priate protective gear. See MSDS. 

 

 
Ingrown dirt, oil, nicotine 

stains. Ready to use. 

 

 
SPEEDY 

Spray SPEEDY on the surface and wipe clean.    

 
 

Soot sanitation after fire. 

 
TCS 25 Apply with a low pressure spray, by a mop, or a 

scrubber. Allow to dwell. Rub the surface with a mop 
or brush. It is recommended to rinse off with high 
pressure (50-150 bar) hotwater, 50-70°C, 20 ltr/min.  

 

 
DEGREASING AND 

COLD DEGREASING  

Dissolves oil- and grease 

based contamination.  

 
 
 
VEHICLE WASH 

Rinse the surface to be cleaned with water, apply 

VEHICLE WASH w ith a low  pressure spray. Allow  

to dwell for 5-15 min. Rinse with warm water. Best 

results are achieved with a water temperature of 50-

70˚C in combination with brushes.   

 
Cleans machine– and mo-

tor-details from oil and 

grease. Can be used for 

all sorts of degreasing in 

workshops and industry.  

Environmentally safe.  

VASKONOL/
MACHINE WASH 

Apply VASKONOL/MACHINE WASH with a low pres-

sure sprayer when larger machinery and equipment 

are to be cleaned. Allow to dwell for 5 minuets and 

rinse off with water.   
 

 

VEHICLE WASH  

PRODUCTS 

Dissolves oil- and grease 

based contamination.  

 
 
 
VEHICLE WASH 

Rinse the surface to be cleaned with water, apply 

VEHICLE WASH w ith a low  pressure spray. Allow  

to dwell for 5-15 min. Rinse with warm water. Best 

results are achieved with a water temperature of 50-

70˚C in combination with brushes.  
 

 

To clean iron oxides and 

break dust from metal 

surfaces (like train sides). 

RAIL CLEANER Apply RAIL CLEANER with a soft brush, rub into the 

surface, allow to dwell for 5-15 minutes. Rinse off 

with warm water and high pressure. Work from the 

bottom and upwards. 

 

 

TCS - Tensid Cleaning System 
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Contamination Product               Removal method 

PAINT REMOVAL  

Dissolves alkyd-, acrylic-, 

amine-, and cellulose lacquers. 

Epoxy– and phenyl resins, 

polyvinyl acetate, styrene and 

urethane paint. 

 
 
FBM 1 

FBM 1 can be applied by a brush or cloth on smaller details. 

For larger details a bath where the temperature can be around 

+60˚C is recommended. The dwell time depends on the thickness 

of the paint, normally 15 minutes—48 hours. Rinse the details 

with hot water after the treatment.  

 

 
 

Dissolves pad printing ink   

 
 
FBM 16 

FBM 16 can be applied by a brush or cloth on smaller de-

tails. For larger details a washing machine where the temperature 

can be around +60˚C is recommended. The dwell time depends 

on the thickness of the paint, normally around 15 minutes. Rinse 

the details with hot water after the treatment. 

 

 
Dissolves thick layers of paint, 

e.g. powder coatings, epoxy, 

acrylate, urethane, 2 compo-

nent systems and pad printing 

ink.  

 
FBM 7 Easily dissolved paints:  bath in room temperature  

Hard to solve paints:  heated bath 60-80˚C  

Thick layers of paint: heated bath 60-80˚ C 

(Ultra sonic bath is used in some applications) 

 

 
Designed to dissolve epoxy 

paints.  
FBM 90 FBM 90 can be applied by a brush or cloth on smaller de-

tails. For larger details a bath where the temperature can be 

around +60˚C is recommended. The dwell time depends on the 

thickness of the paint, normally 15 minutes to 48 hours. Rinse the 

details with hot water after the treatment.  

 

 

Designed to dissolve epoxy 

paints.   
FBM 90 GEL FBM 90 GEL can be applied by a brush, roller, or high pres-

sure air less sprayer. The dwell time depends on the thickness of 

the paint, normally 30 minutes to 48 hours. Rinse the details with 

hot water with high pressure 90˚C, 50-150 bar after the treat-

ment. 

 

 

Used to boost FBM 7. FBM AKTIVA-
TOR 

When products are cleaned from paint the effectiveness of FBM 7 
is decreased. To boost the effectiveness and avoid changing the 
entire bath, 1-2% of the FBM AKTIVATOR can be added in regular 
intervals. For more information see the technical data sheet.   

 
ACID CLEAN 

Dissolves iron and rust on steel 

surfaces. Suitable for grazing 

and pre-treatment before 

paint. 

 
BETO 

Apply with a brush or a low pressure spray, allow to dwell then 

wipe dry. Can be used in baths to make rusty tools useable. Dos-

age: as concentrate or dilute with 1-8 parts water. 

 

 

Removes heavy lime, car-

bonate-, metal salts, as well as 

iron oxide pollution.  

KALKO 0,5 Apply with low pressure spray or a brush, allow to dwell, rinse off 

with high pressure water or water hose.  Kalko 0,5  can be used in 

baths to clean lime and oxide polluted objects.   
 

 
Dissolves difficult contamina-

tions as e.g. urea salts, facade 

running's.  To clean oxides 

from aluminium, copper, and 

brass surfaces.   

METO Rinse the surface with water, then apply METO with a low pres-

sure spray, sponge, or brush. On vertical surfaces apply METO 

from the bottom and upwards. Allow to sit for 15 min. Rub the 

surfaces with a sponge or brush. Rinse with water.  
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For more detailed information about TCS and different issues, see the product information sheets, 

www.trion.se, or contact us on phone or e-mail. 

Note! This product information is only meant to be a guidance for the use of the products, this means 

that Trion Tensid AB can not guarantee and results when using the products. The user of the product 

need to perform tests and has full responsibility for the result.  

 

Trion Tensid has an ambition to manufacture products that are the best possible choice for both people 

using the products as well as for the environment.  

Contamination Product               Removal method 

SPECIAL PRODUCTS 

Contains a water based 

bacterial culture that 

decomposes the cause 

of bad smell in e.g. 

your home, industry, 

institutions.  

 
 
BIO-ONE  
BIO-ONE LIME 

BIO-ONE and BIO-ONE LIME can be sprayed 

onto the surface that need to be treated and left to 

dry, or (on hard surfaces): Use a wetted cloth and 

wipe off the cause of the bad smell.  

Can be used concentrated or diluted to desired con-

centration. 

Dissolves lime and rust 

stains. Cleaner with a 

bleach effect.  

CYROX Cleaning of tiles, concrete, stone:  

Apply with a low pressure spray, allow to dwell for 30 

minutes, rinse off with high pressure 50-150 bar 

depending on surface that is cleaned.  

Cleaning of bathrooms: 

Take 1-2 dl of CYROX in 5L water and clean all sur-

faces with a soft sponge.  

Cleaner where a bleach 

effect is desired.  

RENOX Apply RENOX with a brush or low pressure spray. 

Allow to dwell on the surface. RENOX degrades to 

water and oxygen and a rinse is not required.  

Dosage: RENOX can be used concentrated or diluted 

up to 5 times. If a dilution is made then all diluted 

solution has to be consumed the same day. 

Cleaner for windows 

and windshields.  

WINDOW CLEAN WINDOW CLEAN is applied w ith a low  pressure 

sprayer. The window is cleaned with window scraper 

or wiped clean with a cloth. Rub difficult insect marks 

with a white nylon sponge before final rinsing. Wipe 

dry with a cloth.  

Dissolved chewing gum 

residual from most 

slightly porous surfaces. 

CHEWING GUM RE-
MOVER 

Apply CHEWING GUM REMOVER  on the surfaces that 

needs to be cleaned from chewing gum with a low 

pressure sprayer or brush. Allow to dwell for 10-20 

minutes, rub the surfaces slightly during the dwell 

time. Rinse off with high pressure sprayer or wipe 

smaller areas with a cloth and rinse with a suitable 

all purpose cleaner like SPEEDY.  

Dry sprayer that cre-

ates a firm non sticking 

surface.  

TENSID TEFLON 
Shake the spray thoroughly. The surface shall be 

free from dirt and grease. Spray a thin layer. First 

time spray two layers, and allow to dry. Re-apply in 

regular intervals. The film can be polished once its 

dry.  

http://www.trion.se/

