
BPS 7621
ART. NO: 7621 | SOLVENT BASED PAINT REMOVER 

An environmentally friendly paint remover for steel surfaces painted with plastic and dispersion paints. Very 
good adhesion on vertical surfaces. User friendly. 

BPS 7621 is a environmentally friendly paint remover, especially 
adopted to lift plastic paints and its primer. 

BPS 7621 is mostly used when tin roofs are renovated and 
repainted. 
 
BPS 7621 has an extremely good adhesion on surfaces, making it 
possible to increase the dwelling time. 
 
Instructions for use
BPS 7621 is applied with a brush, roller or spray gun. The 
dissolving time varies from 1 to 12 hours. At low temperatures 
below 5°C, the time will be longer. The dissolved paint is jet off 
with high pressure and hot water. (Pressure depending on surface, 
50-300 bar/ 20 litre/ min., 25-45° angle nozzle, 70-90°C). Work 
from bottom to the top. When the surface is cleaned, rinse off 
with low pressure from top to bottom.

Dosage
Use as concentrate.   

Consumption
The consumption is depending on thickness of paint and number 
of layers. Normal usage is approx. 0,2 - 1,0 litre/m².  

Technical data
• Viscous white liquid with a weak odour.
• Packaging: 10 or 25 litre plastic jerricans.
• Density: 1,04 kg/litre.
• Flash point 100 °C.
• Contains benzyl alcohol.

Storage
Store frost free in original container.

Shelf life
24 months in unopened container.

Safety precautions
Use protective clothing, gloves and glasses.

Marking: Warning

Harmful if swallowed. Harmful if inhaled.

Not classified as dangerous goods according to ADR and IMDG. 
For more information, see MSDS.
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